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Product Dimensions, Standards and Weights

D1

DIN 1481 / ISO 8752 Technical Specifications

Metric DIN 1481 Slotted Spring Pins / Roll Pins —Heavy Type
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D1 =/=8mm

Dimensions of Metric DIN 1481 Slotted Spring Pins / Roll Pins — Heavy Type

Dimension 1 15 2 25 3 35 4 45 5 6 8 10 12 13
A 015 025 035 04 05 06 065 08 09 12 2 2 2 2
min. 12 17 23 28 33 38 44 49 54 64 85 105 125 135
o1 max. 13 18 24 29 35 4 46 51 56 67 88 108 128 138
D2 approx. | 08 11 15 18 21 23 28 29 34 39 55 65 75 85
S 02 03 04 05 06 075 08 1 1 125 15 2 25 25
<hear igfcae’ 035 079 141 219 316 453 562 7.68 877 13 214 351 521 576
kN ds%‘;';'f 07 158 282 438 632 906 112 154 175 26 428 702 104 115
| tolerance weight kg/1000pcs
4 002 003 006 01 014 02 024
5 0.5 0.02 004 008 012 017 025 03 04 047
6 0 0.02 005 009 014 02 03 036 048 057
8 0.03 007 012 019 027 039 048 064 075
10 0.04 0.09 015 024 034 049 06 079 094 138 224 369 555 6.18
12 005 01 018 028 041 059 072 952 113 166 266 443 6.66 7.42
14 0.05 012 021 033 048 069 084 111 132 194 313 517 7.78 8.66
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Dimension 1 1.5 2 25 3 3.5 4 4.5 5 6 8 10 12 13
L tol. weight kg/1000pcs
16 0.06 014 024 038 054 079 09 127 151 221 358 59 889 99
18 0.07 015 028 042 061 089 107 143 17 249 403 664 10 111
20 0.08 0.17 031 047 068 099 119 159 188 277 448 738 111 124
22 0.34 052 075 1.08 131 175 207 3.04 492 812 122 136
24 1 0.37 057 081 118 143 19 226 332 537 886 133 1438
26 0 097 061 088 128 155 206 245 36 582 959 144 16.1
28 043 066 095 138 167 222 264 387 626 103 156 17.3
30 046 071 102 148 1.79 238 283 415 6.71 111 16.7 185
32 1.09 158 191 254 302 443 716 118 178 198
36 122 177 218 286 339 498 806 133 20 223
40 1.36 197 239 317 3.77 554 895 148 222 247
45 268 357 424 623 101 166 25 278
50 298 396 471 6.92 112 184 27.8 30.9
55 518 761 123 203 305 34
60 565 83 134 221 333 37.1
65 6.12 899 145 24 361 402
70 6.59 9.69 157 258 389 433
75 7.06 104 16.8 27.7 417 464
80 754 111 18 295 444 495
85 1.5 11.8 19 314 472 525
90 0 125 201 332 50 556
95 131 213 35 528 587
100 138 224 369 555 61.8
120 26.8 443 66.6 74.2
140 517 778 86.5
160 59 889 98.9
180 100 111

Metric DIN 1481 straight slotted spring pins also known as roll pins are hollow and split along the full length of the pin. They are
used to align and secure components relative to one another. The resting diameter of the pin is larger the hole diameter into
which it is to be inserted. When inserted into the hole the pin compresses to fit the smaller diameter. As the pin tries to expand

to the original diameter the force against the hole's wall tightens the fit. This creates the holding power against shock and

vibration. At least one end of the pin is chamfered to make insertion of the pin easier. Aspen Fasteners offers one of the most
complete ranges of metric pins and other inch and metric industrial fasteners for immediate delivery from stock. The following
sizes of metric DIN 1481 grooved pins full length groove are available for immediate shipping from stock: Diameters ranging

from M1 to M10 up to 120mm long in 301 stainless steel. View parts by clicking on the following link: DIN 1481 straight slotted

spring pins
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DIN (Deutsches Institut flir Normung - German Institute for Standardization) standards are issued for a variety of components
including industrial fasteners as Metric DIN 1473 grooved pins full length groove. The DIN standards remain common in Germany,
Europe and globally even though the transition to ISO standards is taking place. DIN standards continue to be used for parts
which do not have ISO equivalents or for which there is no need for standardization. In this case the ISO equivalency is ISO 8752

1) Mechanical properties of stainless steel for metric DIN 1481 Slotted Spring Pins / Roll Pins — Heavy Type

Stainless steels can be divided into three groups of steel - austenitic, ferritic and martensitic. Austenitic steel is by
far the most common type (>90% of commercial fasteners). The steel groups and strength classes are designated by a four-digit
sequence of letters and numbers (eg A2-70) as shown in the following table. DIN EN ISO 3506 governs screws and nuts made

from stainless steel.

Screws, Nuts and Bolts
Tensile Tensile
Steel grade Strlength SI:;enl:?:;‘ str:g?th Dia range Nut Load
Steel group class N/mm
50 500 70,000 <=M39 500
Austenitic A2 and A4 70 700 100,000 <=M20 700
80 800 118,000 <=M20 800

The tensile stress is calculated with reference to the tensile stress area (see DIN EN ISO 3506-1979). Nuts to be paired

with same grade of stainless steel screws

Steel Property Made From Characteristics
group Strength
class
50 Al, A2 Soft; cold worked, turned and soft pressed fasteners
Austenitic 70 A2, A4 Cold worked, normal strength formed fasteners
80 A2, A4 Extreme cold worked, high strength, special applications
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2) Chemical composition of stainless steel metric DIN 1481 Slotted Spring Pins / Roll Pins — Heavy Type

Grade | USA Grade Material Material C Si Mn Cr (Mo | Ni
designation no. % <% <% % | % | %
< 17.5 8.0
X 5Cr Ni 1810 1.4301 067 1.0 2.0 to = to
’ 19.5 10.5
< 18.0 10
A2 304 X 2 CrNi 1811 1.4306 063 1.0 2.0 to = to
’ 20.0 12.0
< 17.0 11.0
X 8 Cr Ni 19/10 1.4303 067 1.0 2.0 to = to
’ 19.0 13.0
< 16.5|2.0(10.0
X 5CrNi Mo 1712 1.4401 067 1.0 2.0 to to to
’ 18.5 2.5 (13.0
A 4 316
< 16.5|2.0| 10
X 2 Cr Ni Mo 1712 1.4404 063 1.0 2.0 to to to
’ 18.5|2.5| 13
3) Chemical composition of steel metric DIN 1481 Slotted Spring Pins / Roll Pins — Heavy Type
CHEMICAL COMPOSITION LIMITS %
TEMPERING
RN MATERIAL AND TREATMENT c P S | TEMP°C MIN.
CLASS
min. max. max. max.
4.6,4.8,5.8,6.8 Low or medium carbon steel - 0.55 0.05 0.06 -
8.8 Medium carbon steel quenched, tempered 0.25 0.55 0.04 0.05 425
9.8 Medium carbon steel quenched, tempered 0.25 0.55 0.04 0.05 425
10.9 Medium cilrlbon steel additives e.g. boron, Mn, Cr or 0.20 055 0.04 0.05 425
oy steel - quenched, tempered
12.9 Alloy steel - quenched, tempered 0.20 0.50 0.035 0.035 380
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4) Mechanical properties of steel for metric DIN 1481 Slotted Spring Pins / Roll Pins — Heavy Type

PROPERTY CLASS
MECHANICAL PROPERTY o0
4.8 5.6 5.8 6.8 UptoM | OverM 9.8 10.9 12.9
16 16
e nom. 400 500 600 800 900 1000 1200
(Rm, N/mm?) min. 420 500 520 600 800 830 900 1040 1220
Vickers Hardness min. 130 155 160 190 250 255 290 320 385
I
max 250 320 336 360 380 435
. min. 124 147 152 181 319 242 266 295 353
Brinell Hardness

max. 238 385 319 342 363 412

min. HR 71 79 82 89 -

HRC - - - - 20 | 23 | 28 | 32 | 39
RockwellHardness
HR 95 99 -
max. HRC| - - - - 32 | 34 | 37 | 39 | 44

Yield Stress Rel. nom. 320 300 400 480 =

N/mm? min. 340 300 420 480 -
Stress at permanent nom. = 640 720 900 1080
set limit N/mm? min. - 640 660 720 940 1100

Disclaimer

Dimensional data and technical information for Metric DIN 1481 Slotted Spring Pins / Roll Pins — Heavy Type was obtained from
publicly available sources and not acquired through standards agencies. It has been completed and compiled for reference
purposes only; where discrepancies are found they are subject to change without notice. Aspen Fasteners makes no warranties
or representations regarding the accuracy and validity of the compiled information and data. Contact the relevant standards
authorities for accurate and detailed information.
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