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Inch and metric thread pitch charts 
 

Inch & Metric Thread Standards 
Visit our online store for product availability 

 

Inch and metric thread sizes are specified differently. Inch thread sizes are specified by the nominal major diameter and the 
number of threads per inch. For example, a 1/4-20 (UNC coarse) thread has a 1/4" nominal major diameter and 20 threads 
per inch, while a 1/4-28 (UNF fine) thread has the same nominal major diameter but 28 threads per inch.  
 
Metric thread specifications are different because the thread pitch is defined by the distance between each thread in mm 
instead of threads per inch.  For example, an M12x1.75 (coarse) thread has a 1.75mm pitch, while an M12x1.50 (fine) 
thread has a 1.50mm pitch.  
 
Both DIN and ISO standards for metric threads ignore the pitch callout on coarse threads. For example, a thread diameter 
defined as "M12" indicates a coarse pitch (M12-1.75). 
  

Metric - Coarse and Fine Thread Pitch Chart 

Diameter 
Coarse 
Pitch 

Fine Thread Pitches  Diameter 
Coarse 
Pitch 

Fine Thread Pitches 

M1 0.25 0.2      M16 2 1.5 1   

M1.2 0.25 0.2      M18 2.5 2 1.5 1 

M1.4 0.3 0.2      M20 2.5 2 1.5 1 

M1.6 0.35 0.2      M22 2.5 2 1.5 1 

M1.7 0.35        M24 3 2 1.5 1 

M1.8 0.35 0.2      M27 3 2 1.5 1 

M2 0.4 0.25      M30 3.5 3 2 1.5 

M2.2 0.45 0.25      M33 3.5 3 2 1.5 

M2.3 0.4        M36 4 3 2 1.5 

M2.5 0.45 0.35      M39 4 3 2 1.5 

M2.6 0.45        M42 4.5 4 3 2 

M3 0.5 0.35      M45 4.5 4 3 2 

M3.5 0.6 0.35      M48 5 4 3 2 

M4 0.7 0.5      M52 5 4 3 2 

M5 0.8 0.5      M56 5.5 4 3 2 

M6 1 0.75      M60 5.5 4 3 2 

M7 1 0.75      M64 6 4 3 2 

M8 1.25 1 0.75    M68 6 4 3 2 

M9 1.25 1 0.75    M72 6 4 3 2 

M10 1.5 1.25 1 0.75  M80 6 4 3 2 

M11 1.5 1 0.75    M90 6 4 3 2 

M12 1.75 1.5 1.25 1  M100 6 4 3 2 

M14 2 1.5 1.25 1  
     

http://www.aspenfasteners.com/
mailto:aspensales@aspenfasteners.com
http://www.aspenfasteners.com/
https://www.aspenfasteners.com/


        
All your fastener needs from a single source 
 

Aspen Fasteners   4807 Rockside Road,  Suite 400,   Independence,  OH   44131   USA 
www.aspenfasteners.com |  aspensales@aspenfasteners.com  | 1-800-479-0056 

 
Headquarters: Independence OH USA;  Montreal QC Canada; 

Distribution Centers: Boston MA; Chicago IL; Cincinnati KY; Dallas TX; Denver CO; Houston TX; Jersey City NJ; Los Angeles CA; Miami FL;  
San Francisco CA; Seattle WA; Washington VA; Toronto ON; Calgary AB; Vancouver BC; Jiutepec (Temixco); Mexico City; Monterrey 

 

UNC-Unified National Coarse Thread Pitch  
 

UNF - Unified National Fine Thread Pitch  

UNC threads according ANSI B1.1:  UNF threads ANSI B1.1: 

Major 
Diameter  Threads 

per inch 

Major 
Dia. 

Major 
Dia. 

Tap 
Drill 
Size  

Pitch   Major 
Diameter  

Threa
ds 
per 
inch 

Major 
Dia. 

Major 
Dia. 

Tap 
Drill 
Size  

Pitch  

(in) (in) (mm) (mm) (mm)  (in) (in) (mm) (mm) (mm) 

#1 - 64 64 0.073 1.854 1.5 0.397  #0 - 80 80 0.06 1.524 1.25 0.317 

#2 - 56 56 0.086 2.184 1.8 0.453  #1 - 72 72 0.073 1.854 1.55 0.353 

#3 - 48 48 0.099 2.515 2.1 0.529  #2 - 64 64 0.086 2.184 1.9 0.397 

#4 - 40 40 0.112 2.845 2.35 0.635  #3 - 56 56 0.099 2.515 2.15 0.453 

#5 - 40 40 0.125 3.175 2.65 0.635  #4 - 48 48 0.112 2.845 2.4 0.529 

#6 - 32 32 0.138 3.505 2.85 0.794  #5 - 44 44 0.125 3.175 2.7 0.577 

#8 - 32 32 0.164 4.166 3.5 0.794  #6 - 40 40 0.138 3.505 2.95 0.635 

#10 - 24 24 0.19 4.826 4 1.058  #8 - 36 36 0.164 4.166 3.5 0.705 

#12 - 24 24 0.216 5.486 4.65 1.058  #10 - 32 32 0.19 4.826 4.1 0.794 

1/4" - 20 20 0.25 6.35 5.35 1.27  #12 - 28 28 0.216 5.486 4.7 0.907 

5/16" - 18 18 0.313 7.938 6.8 1.411  1/4" - 28 28 0.25 6.35 5.5 0.907 

3/8" - 16 16 0.375 9.525 8.25 1.587  5/16" - 24 24 0.313 7.938 6.9 1.058 

7/16" - 14 14 0.438 11.112 9.65 1.814  3/8" - 24 24 0.375 9.525 8.5 1.058 

1/2" - 13 13 0.5 12.7 11.15 1.954  7/16" - 20 20 0.438 11.112 9.9 1.27 

9/16" - 12 12 0.563 14.288 12.6 2.117  1/2" - 20 20 0.5 12.7 11.5 1.27 

5/8" - 11 11 0.625 15.875 14.05 2.309  9/16" - 18 18 0.563 14.288 12.9 1.411 

3/4" - 10 10 0.75 19.05 17 2.54  5/8" - 18 18 0.625 15.875 14.5 1.411 

7/8" - 9 9 0.875 22.225 20 2.822  3/4" - 16 16 0.75 19.05 17.5 1.587 

1" - 8 8 1 25.4 22.85 3.175  7/8" - 14 14 0.875 22.225 20.4 1.814 

1 1/8" - 7 7 1.125 28.575 25.65 3.628  1" - 12 12 1 25.4 23.25 2.117 

1 1/4" - 7 7 1.25 31.75 28.85 3.628  1 1/8" - 12 12 1.125 28.575 26.5 2.117 

1 3/8" - 6 6 1.375 43.925 31.55 4.233  1 1/4" - 12 12 1.25 31.75 29.5 2.117 

1 1/2" - 6 6 1.5 38.1 34.7 4.233  1 3/8" - 12 12 1.375 34.925 32.75 2.117 

1 3/4" - 5 5 1.75 44.45 40.4 5.08  1 1/2" - 12 12 1.5 38.1 36 2.117 

2" - 4 1/2 4 1/2 2 50.8 46.3 5.644        

2 1/4" - 4 1/2 4 1/2 2.25 57.15 52.65 5.644        

2 1/2" - 4 4 2.5 63.5 58.5 6.35        

2 3/4" - 4 4 2.75 69.85 64.75 6.35        

3" - 4 4 3 76.2 71.1 6.35        

3 1/4" - 4 4 3.25 82.55 77.45 6.35         

3 1/2" - 4 4 3.5 88.9 83.8 6.35        

3 3/4" - 4 4 3.75 95.25 90.15 6.35        

4" - 4 4 4 101.6 96.5 6.35        
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Disclaimer 
All information was obtained from publicly available sources and not acquired through standards agencies. It has been 
completed and compiled for reference purposes only; where discrepancies are found they are subject to change without 
notice. Aspen Fasteners makes no warranties or representations regarding the accuracy and validity of the compiled 
information and data. Contact the relevant standards authorities for accurate and detailed information. 
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